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la version frangaise commence a la page 3
Coastal Environmental Baseline Program (Maritimes region), Port of Saint John & Approaches Pilot study:
intertidal water level and temperature data (2022)

INTRODUCTION: This dataset is a product of the Coastal Environmental Baseline Program (CEBP), Maritimes Region,
Port of Saint John NB Pilot project. It is composed of water depth and water temperature data from April to November
2022, collected at a series of intertidal locations in the Port of Saint John region. Data were primarily collected in
intertidal zones (e.g. mudflats, salt marshes) and capture high-marsh flooding events; waterways where data have been
gathered are shown below. Waterway abbreviations are used to identify sites in the data file.

Waterway/Abbreviation Data Collection Site(s)
Courtenay Bay / CB Intertidal zone

Hazen Creek / HC Red Head marsh east
Manawagonish Ceek / MW Saint’s Rest marsh east, west
Marsh Creek / MC Marsh creek, above CB causeway
Musquash Estuary / ME Musquash marsh north, south

DATAFILE: CEBP_WaterLevel_2022.csv

Instrument model: Hobo U20-001-02 by Onset, (https://www.onsetcomp.com/products/data-loggers/u20-001-02).

Record Identifier: The unique identifiers (e.g. MAR-BASE-PHYS-002) used in this dataset were derived from the following :
MAR- Maritimes Region; BASE — OPP Baseline Program; PHYS — Physical Oceanography of Lower SJR Project; 002 —
dataset membership number.

Spatial and temporal data are found alongside CTD data, and in metadata table 1, on page 2.

Deployment configuration: Hobo U20 water level loggers were deployed in stilling wells, constructed from 12-14”
lengths of 2 %4” diameter ABS pipe. Holes were drilled along the length of the pipes, to allow water to enter and exit the
stilling well. Wells were driven into the substrate (Figure 1) and loggers positioned such that measurement volumes
were at ground level. Sites were selected to (a) characterize salt marsh flooding events and (b) describe water levels
near the Courtenay Bay causeway.

Data format: column 1 is record ID; Columns 2-4 contain location data (site name, latitude, longitude); column 5 is time,
and water level and water temperature data begin in column 6. Header definitions and units are:

recordiD Record identifier

Waterway_SiteName Waterway (abbreviated) and site name
Lat_InDecimalDegrees Latitude in decimal degrees
Long_InDecimalDegrees Longitude in decimal degrees
Time_InUTC Time (UTC-3) (YYYY-MM-DD “T”"HH:MM)
AbsPres_mbar Absolute Pressure (millibars)
Temp_degC Water temperature (°C)
AbsPresBarom_mbar Absolute Barometric Pressure (millibars)
SensorDepth_m Sensor Depth (meters)

SerialNum Sensor serial number

Data Processing: Data have been corrected for changing atmospheric pressure experienced during instrument
deployments, using the Barometric Compensation Data Assistant in Hoboware Pro (version 3.7.21). To achieve this, an
additional U20 water level logger was deployed in a dry area near the coast (within 25 km of all sites); these data were
used to subtract atmospheric pressure from that measured by wet location U20 loggers, in order to accurately calculate
sensor depth (in meters; maximum error: £0.1%, 3 cm / 0.1 ft water). For the purpose of these calculations, intertidal
water was considered to be brackish (density = 63.052 Ib/ft®), due to the mixed nature of marine and terrestrial waters
encountered at data collection sites.
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Metadata table 1: site locations, configurations and data start & end times.

recordID

MAR-BASE-PHYS-118
MAR-BASE-PHYS-119
MAR-BASE-PHYS-120
MAR-BASE-PHYS-121
MAR-BASE-PHYS-122
MAR-BASE-PHYS-123
MAR-BASE-PHYS-124

Waterway
Courtenay Bay
Hazen Creek

Marsh Creek

Manawagonish Creek

Manawagonish Creek

Musquash Estuary

Musquash Estuary

siteName
CB_intertidal
HC_East
MC_causeway
MW_West
MW_East
ME_South

ME_North

Lat_DD

45.27651
45.26398
45.28052
45.22577
45.22671
45.16798
45.19210

Long_DD

-66.04761
-66.00892
-66.04861
-66.13336
-66.12419
-66.30205
-66.32778

Config

Stilling Well
Stilling Well
Stilling Well
Stilling Well
Stilling Well
Stilling Well

Stilling Well

Metadata table 2: data collection parameters, software & firmware versions

recordID
MAR-BASE-PHYS-118

MAR-BASE-PHYS-124

dataParams

10 min data collection interval; HobowarePro 3.7.21; device firmware 1.13

**x*¥*All instruments followed these parameters*****

10 min data collection interval; HobowarePro 3.7.21; device firmware 1.13

dataStart_UTC

2022-07-07T712:00
2022-04-08T18:00
2022-08-03T12:00
2022-04-08T18:00
2022-04-08T18:00
2022-04-08T18:00
2022-04-08T18:00

2022

dataEnd_UTC

2022-09-28T11:00
2022-09-28T09:20
2022-09-28T11:00
2022-09-28T10:30
2022-09-28T10:10
2022-08-03T09:50
2022-09-28T11:00

Figure 1. Stilling wells with water level loggers onboard at various sites in the Port of Saint John area: (a) Marsh Creek in

Saint John; (b) Courtenay Bay in Saint John (c) Saint’s Rest marsh (west); (d) Saint’s Rest marsh (east).
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Programme sur les données environnementales cotiéres de référence (région des Maritimes), projet pilote sur
le port de Saint John et les approches : température et niveau de I'eau intertidale (2022)

INTRODUCTION : Cet ensemble de données est un produit du projet pilote sur le port de Saint John (Nouveau-
Brunswick) de la région des Maritimes, s’inscrivant dans le Programme sur les données environnementales cotiéres de
référence. Il est composé de données sur la profondeur et la température de I'eau qui ont été recueillies entre les mois
d’avril et de novembre 2022 sur des sites intertidaux a proximité du port de Saint John. Les données ont principalement
été recueillies dans des zones intertidales (p. ex. vasiéres et marais salés) et sont issues d’événements de submersion
des hauts marais. Les cours d’eau d’ou proviennent les données sont énumérés ci-dessous. Dans le fichier de données,
les cours d’eau sont désignés par leur abréviation.

Waterway/Abbreviation Data Collection Site(s)

Courtenay Bay / CB Zone intertidale

Hazen Creek / HC Marais Red Head, est

Manawagonish Ceek / MW Marais Saint’s Rest, est et ouest

Marsh Creek / MC Ruisseau Marsh, au-dessus de la chaussée de la baie Courtenay
Musquash Estuary / ME Marais Musquash, nord et sud

FICHIER DE DONNEES : CEBP_WaterLevel_2022.csv

Modeéle de I'instrument : HOBO U20-001-02, par Onset (https://www.onsetcomp.com/products/data-loggers/u20-001-
02).

Record Identifier: The unique identifiers (e.g. MAR-BASE-PHYS-002) used in this dataset were derived from the following :
MAR- Maritimes Region; BASE — OPP Baseline Program; PHYS — Physical Oceanography of Lower SJR Project; 002 —
dataset membership number.

Spatial and temporal data are found alongside CTD data, and in metadata table 1, on page 2.

Configuration de I'installation : Les enregistreurs de niveau d’eau HOBO U20 ont été installés dans des puits de
mesurage qui ont été fabriqués a partir de tuyaux ABS d’une longueur de 12 a 14 po et d’'un diametre de 2% po. Des
trous ont été percés le long des tuyaux afin de permettre le va-et-vient de I’eau dans le puits de mesurage. Les puits ont
été enfoncés dans le substrat (figure 1) et les enregistreurs de niveau d’eau ont été positionnés de maniere a ce que les
volumes de mesure soient au niveau du sol. Les sites ont été sélectionnés a des fins (a) de caractérisation des
événements de submersion des marais salés et (b) de description des niveaux d’eau a proximité de la chaussée de la
baie Courtenay.

Data format: column 1 is record ID; Columns 2-4 contain location data (site name, latitude, longitude); column 5 is time,
and water level and water temperature data begin in column 6. Header definitions and units are:

recordID Record identifier

Waterway_SiteName Waterway (abbreviated) and site name
Lat_InDecimalDegrees Latitude in decimal degrees
Long_InDecimalDegrees Longitude in decimal degrees
Time_InUTC Time (UTC-3) (YYYY-MM-DD “T”HH:MM)
AbsPres_mbar Pression absolue (millibars)

Temp_degC Water temperature (°C)
AbsPresBarom_mbar Pression barométrique absolue (millibars)
SensorDepth_m Profondeur du capteur (métres)
SerialNum Numéro de série du capteur

Traitement des données : On a procédé a la compensation barométrique des données pour tenir compte de la pression
atmosphérique changeante au cours de la période de déploiement des appareils a I'aide d’un outil du logiciel HOBOware
Pro (version 3.7.21). A cette fin, un autre enregistreur de niveau d’eau de modeéle U20 a été installé sur un site sec prés
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de la cote (a une distance de moins de 25 km des autres sites). La pression atmosphérique mesurée par cet enregistreur
a été soustraite a celle mesurée par les enregistreurs installés sur des sites mouillés pour que le calcul de la profondeur
des capteurs soit exact (en metres; erreur maximale : £0,1 %, 3 cm/0,1 pi d’eau). Dans le cadre de ce calcul, I'eau
intertidale a été considérée comme saumatre (densité = 63,052 Ib/pi®) en raison de la nature mixte des eaux marines et

terrestres aux sites ou les données ont été recueillies.

Metadata table 1: site locations, configurations and data start & end times.

recordID Waterway siteName Lat_DD Long_DD Config dataStart_UTC dataEnd_UTC

MAR-BASE-PHYS-118 = Courtenay Bay CB_intertidal 45.27651 -66.04761 Stilling Well 2022-07-07T12:00 2022-09-28T11:00
MAR-BASE-PHYS-119 = Hazen Creek HC_East 45.26398 -66.00892 Stilling Well 2022-04-08T18:00 2022-09-28T09:20
MAR-BASE-PHYS-120 = Marsh Creek MC_causeway 45.28052 -66.04861 Stilling Well 2022-08-03T12:00 2022-09-28T11:00
MAR-BASE-PHYS-121 = Manawagonish Creek = MW_West 45.22577 -66.13336 Stilling Well 2022-04-08T18:00 2022-09-28T10:30
MAR-BASE-PHYS-122 = Manawagonish Creek = MW_East 45.22671 -66.12419 Stilling Well 2022-04-08T18:00 2022-09-28T10:10
MAR-BASE-PHYS-123 | Musquash Estuary ME_South 45.16798 -66.30205 Stilling Well 2022-04-08T18:00 2022-08-03T09:50
MAR-BASE-PHYS-124  Musquash Estuary ME_North 45.19210 -66.32778 Stilling Well 2022-04-08T18:00 2022-09-28T11:00

Metadata table 2: data collection parameters, software & firmware versions

recordID
MAR-BASE-PHYS-118

MAR-BASE-PHYS-124

dataParams

10 min data collection interval; HobowarePro 3.7.21; device firmware 1.13

**x**Ces paramétres s’appliquaient a tous les instruments*****

10 min data collection interval; HobowarePro 3.7.21; device firmware 1.13

Figure 1. Puits de mesurage contenant des enregistreurs de niveau d’eau sur divers sites a proximité du port de Saint
John : (a) ruisseau Marsh a Saint John; (b) baie Courtenay a Saint John; (c) marais Saint’s Rest (ouest); (d) marais Saint’s
Rest (est).
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